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                  Size
A B C Bolt Ø

MM IN MM IN MM IN MM
F03 25.4 1.00 36 1.42 5.5 0.22 M5
F04 29.7 1.17 42 1.65 5.5 0.22 M5
F05 35.4 1.39 50 1.97 6.5 0.26 M6
F07 49.5 1.95 70 2.76 8.5 0.33 M8
F10 72.1 2.84 102 4.02 10.5 0.41 M10
F12 88.4 3.48 125 4.92 12.5 0.49 M12
F14 99.0 3.90 140 5.51 17 0.67 M16
F16 116.7 4.59 165 6.50 21 0.83 M20

Size
                                                                                                    D

                                              MM                                                                                                  IN

F03 9 0.35
F04 9 11* 0.35 0.43*
F05 9 11 14* 0.35 0.43 0.55*
F07 11 14 17* 0.43 0.55 0.67*
F10 14 17 19 22* 0.55 0.67 0.75 0.87*
F12 17 19 22 27* 0.67 0.75 0.87 1.06*
F14 22 27 36* 0.87 1.06 1.42*
F16 27 36 46* 1.06 1.42 1.81*

*Indicates preferred dimension

Jomar’s ISO 5211 mounting pad standardizes the actuator-to-valve interface, allowing for easier 
automation, simplified sourcing, and dependable, high performance across industrial applications.

Contact csr@jomar.com for actuation inquiries.
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